Abstract: Appropriate airport ground handling service (AGHS) equipment vendor selection (AGHSEVS) can prevent aircraft damage and delays in airlines schedules, and ensure reliable and high-quality ground handling service. Previous research has seldom integrated multi-criteria decision-making techniques with goal programming to solve the AGHSEVS problem. This paper describes a new system evaluation model for AGHSEVS by considering both qualitative and quantitative methods. We compare the fuzzy TOPSIS method based on fuzzy weighted average left and right score methods with multi-choice and multi-aspiration goal programming approach of an AGHS company in Taiwan. These study results can help airport ground handling service company managers make optimal decisions for AGHSEVS problems. We hope the practicability of the comparable model with slight modifications of real situation data can be used in other AGHS companies.
Introduction
A crucial task of airport ground handling service (AGHS) companies is to conduct diverse ground handling service processes on airport ramps. Two major types of ground handling service procedures are generally distinguished: terminal operations and ramp operations. In this paper, we focus on ramp operations because they require complex tasks and a diversity of AGHS equipment. As a service of AGHS companies, ramp handling (i.e., ground handling service) includes the loading and unloading of airplanes and the transport of passengers, crew, baggage, freight and mail between airplanes and terminal buildings. In general, this can be classified as an AGHS logistics service. This service is typically provided by a third-party ground handler (i.e., an AGHS company), the airline itself, or by the ramp handling business unit of an airport [1, 2] . From the above description, we can know that the the AGHS company's main job is working on the ramp handling safely. However, selecting the most suitable equipment is difficult because characteristics vary. This makes the job of ground handlers for AGHS companies more difficult because equipment malfunctions can affect work safety on the airport ramps. Effective AGHS has benefits such as preventing aircraft damage (collisions with ground handling equipment) and delays, reducing the turnaround time of ground services and ground handling costs, and ensuring high handling reliability [3] . To avoid the aforementioned reliable mathematical model to illustrate their preferences [13] . To overcome this problem, numerous approaches have been developed and numerous methodologies have been applied. Generally, GP entails applying the logic of optimization in mathematical programming to satisfy several goals of the DMs [14] . For verifying an LP model, we employed multi-choice goal programming (MCGP) and multi-aspiration goal programming (MAGP) to perform comparative analyses.
The objective of this study was to help AGHS company managers adopt simple, systematic methods for obtaining high-quality equipment vendors. Additionally, we attempted to avoid the inherent drawbacks of using group decision-making systems to solve the AGHSEVS problem. We therefore incorporated experimental methods (AHP, fuzzy TOPSIS based on FWA left and right score, MCGP, and MAGP) for facilitating AGHSEVS problem to provide a reliable framework as a valuable reference for equipment buyers and suppliers. We adopt a new systematic evaluation procedure can help AGHS company managers make optimal decisions for AGHSEVS problems.
The remainder of this paper is structured as follows: Section 2 briefly describes our proposed method, Section 3 proposes and describes in detail a model for the AGHSEVS, and Section 4 presents a conclusion wherein management implications are discussed.
Methods
In this study, we employed three MCDM methods, namely the AHP method, the fuzzy TOPSIS method based on fuzzy weighted average (FWA) left and right score and LP and GP methods, namely MAGP and MCGP, to solve the AGHSEVS problem.
AHP Method
The AHP is a decision-support procedure developed by Saaty [15] for addressing complex, unstructured, multi-criteria decisions. The AHP is based on three factors: the structure of the model, the comparative evaluation of alternatives, and the criteria and synthesis of priorities. In the literature, the AHP has been widely used to solve numerous complicated decision-making problems [10, 16, 17] . In Step 1, a complex decision problem is structured as a hierarchy. The AHP initially deconstructs complex MCDM problems into a hierarchy of interrelated decision elements. Objectives, criteria, and alternatives are arranged in a hierarchical structure similar to a family tree. In Step 2, alternatives and criteria are compared. Once the problem has been deconstructed and a hierarchy has been formulated, a prioritization procedure for determining the relative importance of criteria within each level begins. A pairwise judgment starts at the second level and ends at the lowest level of alternatives. At each level, criteria are compared pairwise according to their levels of influence and on the basis of the specified criteria in higher levels [18] .
In the AHP, multiple pairwise comparisons are based on a standardized comparison scale of nine levels ( Table 1) . Table 1 . Description of nine-point intensity of importance scale.
Intensity of Importance
Definition Meaning   1  Equally important  3  Moderately more important  5  Strongly more important  7 Very strongly more important 9
Extremely more important 2, 4, 6, 8 Intermediate values
In
Step 3, C = {C j | j = 1, 2 . . . , n } represents the set of criteria. The result of the pairwise comparison of n criteria can be summarized in an (n × n) evaluation matrix D in which every element d ij (i, j = 1, 2, . . . , n) is the quotient of weights of the criteria, as in Equation (1):
Step 4, a mathematical process is used to normalize and calculate the relative weights for each matrix. Relative weights are determined by the eigenvector (w) corresponding to the largest eigenvalue (λ max ):
If the pairwise comparisons are completely consistent, the matrix D has rank 1, and λ max = n. Under this condition, weights can be obtained by normalizing any of the rows or columns of D [5, 10] . In Step 5, the quality of the output of the AHP becomes strictly related to the consistency of the relation between the entries of D; that is,
Step 6 entails delineating the final consistency ratio (CR), which indicates whether the evaluations are sufficiently consistent. The final CR is calculated as the ratio of CI and the random index (RI), as indicated in the following:
RI should be lower than 0.10 to accept the AHP results as consistent. If the final CR exceeds this value, the DM should return to Steps 2 and 3 and perform the assessments and comparison again. The consistency measurement can be used to evaluate the consistency of the overall hierarchy [10, 17, 18] .
TOPSIS Method and Fuzzy TOPSIS Method
TOPSIS was proposed by Hwang and Yoon [19] . The ideal solution, also termed the positive ideal solution, is a solution that maximizes beneficial criteria and attributes and minimizes cost criteria and attributes, whereas the negative ideal solution, also termed the anti-ideal solution, maximizes the cost criteria and attributes, and minimizes the benefit criteria and attributes. According to this technique, the optimal choice is the one that is closest to the ideal solution and farthest from the negative ideal solution. That is, the positive ideal solution is composed entirely of optimal values attainable from the criteria, whereas the negative ideal solution consists entirely of the worst values attainable from the criteria [20] . Numerous studies have employed TOPSIS to solve MCDM problems [21] [22] [23] .
With the traditional formulation of TOPSIS, personal judgments are represented by crisp values. However, in many practical cases, human preferences are uncertain and DMs might be reluctant or unable to assign crisp values to the judgments [10, 24] . The use of fuzzy set theory Zadeh enables DMs to incorporate unquantifiable information, incomplete information, and non-obtainable information into a decision model [6, 10, 25] . The fuzzy TOPSIS method can address ambiguities, uncertainties and vagueness in decision-making, which otherwise would be handled using crisp values. In its feasible applications, the triangular form of the membership function is frequently used to represent fuzzy numbers [10, [25] [26] [27] [28] . In the following subsection, the basic definitions and notation of fuzzy sets are provided and are used hereafter unless otherwise stated [29] . Our study uses a fuzzy TOPSIS method that performs the calculation process based on intervals of fuzzy ratings of alternatives and fuzzy weights. In order to eliminate this drawback and achieve the accurate results with the low computational volume, we apply FWA left and right scores instead of applying the alpha level sets of fuzzy numbers. 
FWA Left and Right Scores
In this study, the FWA left and right scores were utilized to select optimal AGHS equipment [30] . The FWA algorithm based on left and right scores is provided as follows:
Step 1: Set the linguistic variables for the importance of criteria and rating of alternatives, represented by fuzzy numbers.
Step 2: Evaluate the importance of criteria on the basis of the linguistic variables provided in Step 1.
Step 3: Let the fuzzy numbers A = (a 1 , b 1 , c 1 ) , B = (a 2 , b 2 , c 2 ) and C = (a 3 , b 3 , c 3 ). Aggregate the fuzzy numbers as follows:
Step 4: Normalize the fuzzy decision matrix to determine cost and benefit criteria: Step 5: Calculate the left (L s ) ij and right scores (R s ) ij by using the following formulas:
Step 6: Evaluate the alternatives with respect to the criteria on the basis of the linguistic variables provided in Step 1. Step 9: Calculate the average of FWA value ((θ i )) Average , for each alternative using:
where (θ i ) U = the upper interval for each alternative, (θ i ) L = the lower interval for each alternative.
Step 10: Rank the alternatives according to the average values in descending order to obtain the final results.
Three Models of AGHSEVS

LP Model for AGHSEVS
In current complex organizations, DMs do not attempt to maximize a well-defined utility function. Conflicts of interest and the incompleteness of available information make it nearly impossible to construct a reliable mathematical representation of DM preferences. Utilizing these deviational variables, we adopted the LP model proposed by Guneri et al. [31] .
The objective function and constraints of the LP approach for AGHSEVS are as follows:
Nomenclature Variable CC i closeness coefficients of ith vendor, X i order quantity for ith vendor, D total demand (30 units in the model), q i defect quality rate of ith vendor, Q company's maximum acceptable defect quality rate (0.04 in the model), P i unit price of ith vendor, P company's maximum acceptable unit price with respect to the allocated budget for purchasing the order (9.2 million US dollar in the model), C i capacity of ith vendor,
Equation (5) is the objective function of total value purchasing (TVP), Equation (6) represents the demand constraint of the AGHS company, Equation (7) represents the budgeting constraint of the AGHS company, Equation (8) represents the equipment quality constraint of each vendor, Equation (9) Sustainability 2019, 11, 3466 7 of 21 represents the capacity constraint of each vendor, and Equation (10) represents the non-negativity constraint which prohibits negative orders.
MCGP Model for AGHSEVS
GP, proposed by Charnes, Cooper, and Ferguson (1955) [32] , is the most widely used approach in MCDM [33] . It is designed to address problems involving multiple conflicting objectives [34] . The MCGP approach includes many modified GP methods conceived by previous scholars. To improve the utility of the GP techniques, Chang developed a multi-choice aspiration level (MCAL) model for solving multi-objectives decision-making (MODM) problems [35] . Chang's proposed approach differs considerably from fuzzy GP because his model incorporates membership functions for addressing MODM problems with imprecise goal aspiration levels. This decision-making method can be used to set various aspiration levels, and can sort solution strategies (e.g., the higher the aspiration level achieved, the more favorable the outcome). The MCAL model can be employed to determine the most suitable resources for achieving higher aspiration levels at the initial stage of the resolution process. A typical MCGP problem is described as follows.
In real decision-making problems, goals are often interrelated. This problem is addressed in the following MCGP equations:
Subject to
As illustrated in Equations (12), (13) , and (14), there are no selection restrictions for a single goal, but some dependent relationships exist among the goals. For instance, we can add the auxiliary constraint b i ≤ b i+1 + b i+2 to the MCGP model, where b i , b i+1 and b i+2 are binary variables. Consequently, b i+1 or b i+2 must equal 1 if b i = 1. This means that, if goal 1 has been achieved, then either goal 2 or goal 3 has correspondingly been achieved.
MAGP Model for AGHSEVS
Hossein and Attarpour integrated MAGP and MCGP to solve multi-aspiration problems [36] . For comparison with the MCGP model, we adopted an MAGP model for AGHSEVS. In this section, an AGHS company's usage of MAGP is introduced. Aircraft towing truck vendor are classified into five types (X 1 . . . X 5 ) in five manufacturing areas (i.e., X 1 : Hong Kong, X 2 : Japan, X 3 : United States, X 4 : France and X 5 : Germany), which serve as manufacturer market segments in this real case. The AGHS company managers seek to achieve four predetermined goals. These goals are Goal 1(g 1 ) the TVP of at least 20 units from procurement; Goal 2 (g 2 ) a total procurement cost less than 288 million US dollars; Goal 3 (g 3 ) a minimal rate of defective machinery (less than 0.04) received from the vendor; and Goal 4 (g 4 ), for implementing a differentiation strategy (i.e., quality leadership), maintaining a current procurement level of fewer than 35 units. The quantity for these goals covers two choices: one or a proportion of both can be accepted. The AGHS company manager must determine the correct model and quantity of an aircraft towing truck to achieve the optimal result. Importing aircraft towing trucks entails expenses. To economize, at least D = 30 units of the aircraft towing truck should be selected. Consequently, certain constraints are added to the model to guarantee that these conditions are satisfied. Table 2 lists the coefficient and goal values for solving the MAGP problem. Variables:
x j decision variable, x jk part of the jth decision variable in the kth segment, s jk coefficient for the jth decision variable and the kth segment, Z l coefficient for the lth aspiration level, d n number of goals, m number of decision variables, u number of aspiration levels for goal, h j number of segments for the jth decision variable, C a constant that is related to the DM, Hence, the MAGP model can be expressed as follows:
Sustainability 2019, 11, 3466 9 of 21
Solution Procedure
AGHSEVS is a problem involving multi-criteria, alternatives and evaluators; we developed a model for AGHSEVS in this study. The proposed model was designed on the basis of comparisons among AGHS equipment alternatives according to identified criteria. The AHP and fuzzy TOPSIS methods are used in the proposed model. The proposed model differs from equipment selection processes described in the relevant literature. The AHP is used to assign weights to the criteria to be used for AGHSEVS, and fuzzy TOPSIS is employed to prioritize the alternatives. The weights obtained from the AHP are included in the decision-making process by incorporating them into fuzzy TOPSIS computations, and the alternative priorities are determined by these weights. Thus, the weighting of criteria considered during decision-making and the evaluation of these criteria are performed simultaneously. Our proposed model substantially increases the efficiency of the decision-making process for AGHSEVS.
In Stage 1, criteria that will be used in the evaluation are determined and the decision hierarchy is formed. Following the approval of the decision hierarchy, the criterion weights are assigned by an expert AGHSEVS decision-making team in Stage 2, wherein pairwise comparison matrices are formed. The team makes individual evaluations by using the scale provided in Table 1 , to determine the elements values of pairwise comparison matrices. AGHSEVS evaluation criteria ranks are determined using the fuzzy TOPSIS method based on fuzzy weighted average left and right score in Stage 3. Linguistic values are used for the evaluation of AGHSEVS in this step. The membership functions of these linguistic values are displayed in Figure 1 , and the triangular fuzzy numbers associated with these variables are displayed in Table 3 . In Stage 4, we use the AGHSEVS LP model with two GP approaches for the AGHSEVS problem. Figure 2 illustrates the proposed method for AGHSEVS problem, comprising Stages 1 to 4 ( Figure 2 ). obtained from the AHP are included in the decision-making process by incorporating them into fuzzy TOPSIS computations, and the alternative priorities are determined by these weights. Thus, the weighting of criteria considered during decision-making and the evaluation of these criteria are performed simultaneously. Our proposed model substantially increases the efficiency of the decision-making process for AGHSEVS. In Stage 1, criteria that will be used in the evaluation are determined and the decision hierarchy is formed. Following the approval of the decision hierarchy, the criterion weights are assigned by an expert AGHSEVS decision-making team in Stage 2, wherein pairwise comparison matrices are formed. The team makes individual evaluations by using the scale provided in Table 1 , to determine the elements values of pairwise comparison matrices. AGHSEVS evaluation criteria ranks are determined using the fuzzy TOPSIS method based on fuzzy weighted average left and right score in Stage 3. Linguistic values are used for the evaluation of AGHSEVS in this step. The membership functions of these linguistic values are displayed in Figure 1 , and the triangular fuzzy numbers associated with these variables are displayed in Table 3 . In Stage 4, we use the AGHSEVS LP model with two GP approaches for the AGHSEVS problem. Figure 2 illustrates the proposed method for AGHSEVS problem, comprising Stages 1 to 4 ( Figure 2 ). 
Linguistic Values Fuzzy Numbers
Very Table 3 . Linguistic values and associated fuzzy numbers. According to the previously summarized fuzzy theory (Stages 1-3) , the fuzzy TOPSIS steps can be outlined [10, 31] . In Stage 4, the LP, MCGP, and MAGP approaches are applied for AGHSEVS and the computational procedure is summarized as follows:
Step 1: Develop AGHSEVS criteria (expert team interview and survey).
Step 2: Identify necessary criteria for AGHSEVS and obtain AHP weight calculated at each level for overall scores.
Step 3: Select the linguistic values (xij, i = 1, 2,…,n, J = 1, 2,…,k) for alternatives with respect to criteria.
The fuzzy linguistic rating (xij) preserves the property of ranges of normalized triangular According to the previously summarized fuzzy theory (Stages 1-3), the fuzzy TOPSIS steps can be outlined [10, 31] . In Stage 4, the LP, MCGP, and MAGP approaches are applied for AGHSEVS and the computational procedure is summarized as follows:
Step 3: Select the linguistic values (x ij , i = 1, 2, . . . , n, J = 1, 2, . . . , k) for alternatives with respect to criteria. The fuzzy linguistic rating (x ij ) preserves the property of ranges of normalized triangular fuzzy numbers belonging to [0, 1]; thus, normalization is not required.
Step 4: Calculate the weighted normalized fuzzy decision matrix.
Step 5: Identify positive-ideal (A + ) and negative ideal (A − ) solutions. These solutions are provided in the following equations:
where I is associated with benefit criteria and I is associated with cost criteria.
Step 6: Calculate the distance of each alternative from A + and A − by using the following equations:
Step 7: Calculate similarities to the ideal solution:
Step 8: Rank the preference order. Choose an alternative with maximum CC + j or rank alternatives according to CC + j in descending order. An alternative with the index CC j approaching 1 indicates that the alternative is close to the fuzzy positive ideal reference point and far from the fuzzy negative ideal reference point. Note that a large value of the index CC j indicates the favorable performance of an alternative A j [5] .
Step 9: Compare fuzzy TOPSIS and FWA left and right scores results.
Step 10: According to the closeness coefficients (Table 10 ) obtained from Step 8, build a LP model to determine the ideal vendors and their optimal order quantities. To select the optimal order quantities, the TVP should be maximized [36] .
Step 11: According to the closeness indices obtained from Step 8, the LP method can be expressed as Equation (27) 
To solve an AGHSEVS problem, it is necessary to define the MCGP model according to the following goals. The manager of the AGHS company must determine the ideal vendors and their corresponding optimal quantities. According to sales records for the previous five years and sales forecasts for the company, the CEO and top managers of the company must establish four goals: Goal 1 (g 1 ), a TVP of at least 20 units from procurement (the more the better); Goal 2 (g 2 ), a total procurement cost less than 288 million US dollars (the less the better); Goal 3 (g 3 ), for achieved the procurement levels, a minimal rate of defective machinery (less than 0.04) received from the vendors (the less the better); Goal 4 (g 4 ), for implementing a differentiation strategy (i.e., quality leadership), a current procurement level of less than 35 units (the more the better). Variable coefficients in the model were calculated using a database comprising records of the preceding five years. The unit costs for the vendors EA i (i = 1, . . . , 5) are 7.9, 8.9, 9.3, 9.5 and 9.6 million US dollars. According to the historical data, the rate of defective machinery from vendors EA i (i = 1, . . . 5 <= 180 (equipment quality constraint), 7.9X 1 + 8.9X 2 + 9.3X 3 + 9.5X 4 + 9.6X 5 <= 288 (budgeting constraint), X 1 < = 15 (vendor EA 1 capacity constraint), X 2 < = 10 (vndor EA 2 capacity constraint),
X 4 < = 30 (vendor EA 4 capacity constraint),
The following notation is defined to formulate the model: Indices: i 1, 2, . . . , n index of vendors, j 1, 2, . . . , J index of deviation corresponding to the goals, t 1, 2, . . . , T index of deviation corresponding to the multiple criteria, Parameters:
order cost of vendor i. According to the closeness indices obtained from Step 6, the MCGP method can be expressed as Equation (29) to select the optimal equipment vendor.
Min d Step 12: Using the MCGP method can be expressed as Equations (28) and (29) to select the optimal equipment vendor.
Step 13: Using the MAGP method can be expressed as Equation (30) to select the optimal equipment vendor.
Min d
7.9X 1 + 8.9X 2 + 9.3X 3 + 9.5X 4 + 9.6X 5 −d
X 2 < = 10 (vendor EA 2 capacity constraint) X 3 < = 20 (vendor EA 3 capacity constraint) X 4 < = 30 (vendor EA 4 capacity constraint) X 5 < = 12 (vendor EA 5 capacity constraint)
Step 14: Compare the results of two GP models for AGHSEVS.
Case Application
The objective of this section is to illustrate the model by using a realistic application for an AGHS company-Taoyuan International Airport Services Co., Ltd. (TIAS), which is a joint-venture ground handling service company owned by China Airlines (Taiwan) (49%), the Ministry of Transportation and Communications (45%), and the United Parcel Service (Taiwan branch) (6%). TIAS offers a full range of handling services for all airlines and air cargo forwarders at Taoyuan Airport. TIAS is the first ground handler in Taiwan to acquire ISO 9001 accreditation from an internationally recognized quality management systems aimed at maintaining high-quality service standards. In addition, TIAS, as a member of the International Air Transport Association Ground Handling Council, keeps pace with international ground handling industry developments and is committed to providing superior ground handling services. In 2013, Taoyuan airport provided ground handling services for 194,239 flights, 30,701,987 passengers, and 1,571,814,282 tons of cargo. Currently, TIAS has 1028 units of vehicular and 4,658 units of non-vehicular ground handling equipment.
The aim of this research was to evaluate alternative AGHSEVS problems and to help the DMs at AGHS companies meet purchasing requirements. However, it is difficult to select the most suitable equipment because characteristics vary. For a real-world application, an expert AGHSEVS decision-making team was formed comprising two airport ground handling service department vice presidents and four senior technical supply and maintenance managers at TIAS. All criteria used in the model were determined in advance by the decision-making team for obtaining criterion weights.
Identification of Criteria for AGHSEVS
Criteria considered in the selection of airport ground handling equipment were determined by the expert AGHSEVS decision-making team. Professional experience was utilized by the team in the determination of important criteria. Explanations of important criteria and their definitions are provided in Table 4 [4, 6, 10, 36] . Table 4 . Airport ground handling equipment evaluation criteria and its definitions.
Equipment Criteria
Definition of Importance
Good equipment quality control mean-time-between-failures (MTBF) Good operation in airport work environment (EC 2 ) Safety mechanisms Provides a safety mechanism for operators. Provide building equipment safety mechanism to prevent unexpected AGHS equipment accidents. Use airport ground handling equipment standards for reliability Availability and maintainability. On-line control process systems. Following the determination of criteria, AGHSEVS processes under development or in use were investigated, and the expert AGHSEVS decision-making team determined all criteria on the basis of the needs of the company. The six criteria were equipment quality (EC 1 ), safety mechanisms (EC 2 ), maintenance (EC 3 ), technical transfer and mechanic training (EC 4 ), quick supply after sales and technical services and cooperative relationship (EC 5 ), and the reasonableness of the price (EC 6 ). These criteria were used to develop the decision hierarchy, which was established accordingly. A decision hierarchy, structured by the team, and related criteria are displayed in Figure 3. investigated, and the expert AGHSEVS decision-making team determined all criteria on the basis of the needs of the company. The six criteria were equipment quality (EC1), safety mechanisms (EC2), maintenance (EC3), technical transfer and mechanic training (EC4), quick supply after sales and technical services and cooperative relationship (EC5), and the reasonableness of the price (EC6). These criteria were used to develop the decision hierarchy, which was established accordingly. A decision hierarchy, structured by the team, and related criteria are displayed in Figure 3 . 
Calculation of Criterion Weights
After developing the decision hierarchy, criterion weights were computed using the AHP method. In this phase, experts on the team developed the individual pairwise comparison matrix; all scales used in the pairwise comparison matrix are provided in Table 1 . The geometric means of these values were determined to obtain the pairwise comparison matrix that achieved a consensus among team members (Table 5 ). The outcomes (Table 6) were obtained from computations based on the pairwise comparison matrix (Table 4) . EC 2 , EC 4 and EC 6 were determined as the most essential criteria for AGHSEVS, according to the AHP. The CR of the pairwise comparison matrix was computed as 0.055 < 0.1. Thus, the weights were shown to be consistent, and, consequently, they were used in the subsequent selection procedures. 
Evaluation of Alternatives and Determining the Rank
During
Step 1, when alternatives were evaluated, team members were asked to establish the decision matrix by comparing alternatives under each criterion separately. A fuzzy evaluation matrix, established by evaluating the choice of ground handling equipment according to linguistic variables in Tables 4 and 7 , was composed of triangular fuzzy numbers equivalent to linguistic variables. In Step 1, the fuzzy evaluation matrix was determined using the criterion weights computed through the AHP (Table 6 ). In Step 2, the weighted evaluation matrix was developed using Equation (4) . The resulting fuzzy weighted decision matrix is displayed in Table 8 . In Table 9 (1,1,1) for the cost criterion.
Step 3, Equations (5) and (6) . For AGHSEVS, EC 2 and EC 6 were cost criteria, whereas the remaining criteria were benefit criteria. In Step 3, the distance of each alternative from D + and D − could be calculated using Equations (7) and (8) .
Step 4 involved identifying an ideal solution according to the similarity by using Equation (9) . Detailed illustrations of the method are provided by Dagdeviren et al. [10] . Similar calculations were conducted for the other alternatives, and the outcome of the fuzzy TOPSIS method is provided in Table 8 . Based on CC j values, the ranking of the alternatives in descending order is EA 3 , EA 1 , EA 2 , EA 5 and EA 4 . The results of the proposed model indicated that EA 3 is the most suitable alternative, with a CC value of 0.370. The criteria have equal priorities in this case, and the CC j values obtained are presented in Table 10 . Based on un-weighted CC j values, the ranking of the alternatives in descending order is EA 3 , EA 1 , EA 2 , EA 5 and EA 4 . The most suitable alternative is the same as that for the weighted ranking. A detailed discussion of fuzzy TOPSIS methods is provided by Dagdeviren et al. [10] .
For validation, a comparing was performed with the FWA left and right scores, and the ranking is EA 3 , EA 5 , EA 1 , EA 2 and EA 4 . These results are similar to the fuzzy TOPSIS results (EA 3 , EA 1 , EA 2 , EA 5 and EA 4 ; Table 11 ). 
Comparing Solutions for the LP, MCGP and MAGP Models
The LP, MCGP, and MAGP models were solved using the Lingo 11.0 software package. For the LP model, the ideal vendor and its optimal quantities were calculated as: (g 1 ) TVP = 12.17, (g 2 ) f 2 = 288, (g 3 ) f 3 = 1.84, (g 4 ) f 4 = 33.22, X 1 = 15, X 2 = 0, X 3 = 18, X 4 = 0, and X 5 = 0. For the MCGP model, the ideal vendor and its optimal quantities were calculated as: (g 1 ) TVP = 12.16, (g 2 ) f 2 = 288, (g 3 ) f 3 = 1.80, (g 4 ) f 4 = 33.33, X 1 = 15, X 2 = 3, X 3 = 16, X 4 = 0, and X 5 = 0. For the MAGP model, the ideal vendor and its optimal quantities were calculated as (g 1 ) TVP = 11.69, (g 2 ) f 2 = 276, (g 3 ) f 3 = 1.77, (g 4 ) f 4 = 31.93, X 1 = 15, X 2 = 0, X 3 = 17, X 4 = 0, and X 5 = 0. This indicated that X 3 (EA 3 ) is the ideal vendor with the maximum purchase quantity.
Conclusions and Implications
Conclusions and Limitations
Finally, for verifying an LP model, we employed multi-choice goal programming (MCGP) and multi-aspiration goal programming (MAGP) to perform comparative analyses. The proposed MCGP approaches therefore could improve the practical applications of AGHSEVS model. In addition, this allows DMs to solve AGHSEVS problems when considering their preferences.
Limitations
In order to eliminate the fuzzy TOPSIS method based on FWA left and right score methods, drawback and achieve the accurate results, we are comparing two GP to verify result of the AGHSEVS LP model. Otherwise, If DMs use the new fuzzy TOPSIS method [37] , the conjunction GP approach [38] can be a different result.
Management Implications
Our AGHSEVS model provides four contributions: (i) the AGHSEVS model can help DMs identify appropriate AGHS equipment and enable purchasing managers to easily select the ideal AGHSEVS on the basis of criteria such as equipment quality, technical transfer and mechanic training, and reasonableness of the price; (ii) the systematic new evaluation procedure can help AGHS company managers make optimal decisions for AGHSEVS; (iii) the AGHSEVS model successfully solves the AGHSEVS problem by considering both qualitative and quantitative methods; and (iv) the model can be used, with slight modifications, in other decision-making problems in AGHS companies and in other countries.
Future Directions
For future studies, other multi-criteria methods, such as the fuzzy PROMETHEE and ELECTRE methods, can be used to solve AGHSEVS problems. Additionally, other mathematical models, such as the AHP-QFD model or DEA model [39, 40] , can be combined with the model proposed here. This can potentially improve our proposed model, which is the goal of our future research. 
